
Indoor headphone SBC HP150

• Independent left/rightvolume control

• 3.5-6.3mm stereo adapterincluded

• Full-size for disturbance-

free sound 

• Bass vents for enhanced 

sound experience 

• Mono/Stereo switch for
NICAM broadcasts
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Indoor headphone SBC HP150

Stylish, high quality and value for money
This stylish headphone is full-size for high-quality
sounds, lightweight for wearing comfort, and 
represents excellent value for money.

Powerful 40 mm ferrite speakers 
for high-quality sound performance

Bass vents
ensure optimal performance of the speaker element
for powerful, yet clear, sound

Soft, full-size ear-cushions 
ensure minimum sound leakage and maximum 
comfort

Comfortable lightweight design
ensures hours of wearing comfort

Independent Left/Right volume control
for personal listening preference

Mono/Stereo switch
allows you to select the preferred language during
NICAM broadcasting

3.5-6.3mm stereo adapter
provides a reliable connection to all TV and Audio
systems

Standard product information

• Type Dynamic
• Acoustic system Closed
• Speaker type Mylar dome
• Magnet circuit Ferrite 
• Voice coil Copper
• Speaker size 40 mm
• Frequency range 15 - 22 000 Hz
• Impedance speaker element 32 Ohm
• Sensitivity 100 dB
• Maximum power input 500 mW
• Type of connector 3.5 - 6.3 mm stereo adapter
• Finishing of connector chrome-plated
• Length of cord 3 meter
• Type of cord Copper
• Cord connection single-sided
• Cabinet material ABS

Packaging information
• Type Sealed blister
• Material PET
• Dimensions 280 x 240 x 105 mm
• 12 NC 9082 140 00538
• EAN 87 10101 36316 5

Inner carton
• Quantity 6 pieces
• Dimensions 597 x 289 x 266 mm
• EAN 87 10101 97664 8

Outer carton
• Quantity 24 pieces
• Dimensions 623 x 616 x 534 mm
• Weight 13.27 kg
• EAN 87 10101 97665 5

Country of origin China
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